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OUR WELDS MEET 
CSA STANDARDS W59.1 & W47.1 

 T2 T3 T4 1D 2D 3D 4D 

Ex. Dia. Tenon 2 �’’ 3 ½’’ 4’’ 
Lgth. Tenon 4’’ 6’’ 6’’ 

 

No. Piercings 1 2 3 4 
Pos. Piercings (x°) 

 
90° 90°/180° 90° 90° 

Tenons & Piercings 

 
 
 

Tenons & Piercings 

Supplemental Information 
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CSA STANDARDS W59.1 & W47.1 
 

 

Special Orders 

 

 

Lamp Posts 

Procedure for ordering a Lamp Post: 
 
1 : Choose the length of the pole   5 : Height of custom arms 
2 : Choose the type of material:   6 : Color  

- Round or Square?     -     Standard (BZ, BK) 
- Regular or HD?      -     Not-standard ($ Extra)  
- Tube size     7 : Finish 

3 : Choose head of Pole     -     Galvanized 
- Tenon(s)      -     Powder Coating 
- Piercing(s)    8 : Extra 

4 : Add custom arms (if required)    -     Welded Connectors 
- Length       - Camera, Speaker, Etc… 
- Piercing(s) or Tenon(s)    -     Extra access doors 
- Number 


